Text book Assi gnnment :

ASSI GNVENT 2

“LAN Har dwar e, ”

chapt er

2,

pages 2-1 through 2-10;

“Network Troubl eshooting,” chapter 3, pages 3-1
t hrough 3-7.
2-1.  Which of the follow ng 2-6.  Which of the follow ng
devices is used to anplify devi ces serves as a
el ectrical signals carried termnation point for a
by the network? cable running from
i ndi vidual nodes in a
1. Bri dge net wor k?
2. Gat eway
3. Repeat er 1. Bridge
4, Rout er 2. Concentr at or
3. Gat eway
2-2.  Wich of the follow ng 4. Hub
devices is used to connect
i dentical network segnents? 2-7.  Wihich of the follow ng
devices is a box with a
1.  Bridge nunber of connectors to
2. Gateway which multiple nodes are
3. Repeat er attached?
4, Rout er
1. Bri dge
2- 3. Which of the follow ng 2. Concentr at or
devi ces handles the first 3. CGateway
two | ayers of the OSI nodel ? 4. Hub
1. Bri dge 2-8. Which of the follow ng
2. Gat eway factors need to be decided
3. Repeat er on before determning the
4. Rout er type of connector to use?
2-4. \Wiich of the follow ng 1. Architecture only
devices works at the third 2. Cable only
| ayer of the CSI nodel ? 3. Both architecture and
cabl e
1. Bri dge 4, Envi r onnent
2. Gat eway
3. Repeat er 2-9. Which of the follow ng
4 Rout er cables is the best choice if
a secure network is needed?
2- 5. Which of the follow ng
devices works at |ayer seven 1. Coaxi al
of the OSI nodel ? 2. Fi ber optic
3. Solid core
1. Bri dge 4,  Twisted-pair
2. Gat eway
3. Repeat er
4, Rout er



2-10.

2-11.

2-12.

2-13.

2-14.

2-15.

Wi ch of the follow ng
cables is identified by a
desi gnati on nunber of RG 117

Coaxi al

Fi ber optic
Solid core
Twi st ed- pai r

NP

Wi ch of the follow ng
signals is NOT supported by
a broadband systenf®

Dat a
Digital
Vi deo
\Voi ce

oW

What type of connector is
used to link two segnents of
cable in a straight run?

1. Barr el
2.  El bow
3. RJ
4. T

What type of connector is
used to connect telephones

Barr el
El bow

An ST connector is rated for
what nunber of matings?

200
500
800
1000

SC connector is rated for
at nunber of nmatings?

g_% o=

200
500
800
1000

AWM

2-16.

2-17.

2-18.

2-19.

2-20.

2-21.

An SMA connector is rated
for what nunber of nmatings?

200
500
800
1000

=

Fi ber optic connectors

di ffer fromother connectors
in which of the follow ng
ways?

1 Size of the ferrule
2. Keyed connector

3 The nunber of matings
4 Al of the above

Conmponents should be tested
at all but which of the
following tines?

1. Before they are
installed

2. During the installation

3. After they are installed

4 When things go wong

To test electrical activity,
you will need which of the
follow ng pieces of test
equi pnent ?

1. Ar mat ur e
2. Cal i brat or
3. Condi ti oner
4, Vol t net er

Wi ch of the follow ng

pi eces of test equipnent
shoul d be used to check for
faults in a cabl e?

1. Cal i br at or
2. Condi ti oner
3. Scanner

4, Vol t et er

VWat term refers to the
cable that forns the nmmin
trunk of a network?

1. Backbone

2. Main |ink
3. Node drop
4, Primary run



2-22.

2-23.

2-24.

2-25.

2- 26.

What type of cable is a
100-ohm rmultipair cable
used for voice grade
conmmuni cati ons?

1. Coaxi al

2. Fi ber optic
3. STP

4. UTP

How many types of backbone
cable are there?

1. One
2. Two
3. Thr ee
4, Four

What cabl e manages the bul k

of the traffic on a network?
1. Backbone

2. Main [ink

3. Node drop

4. Primary run

VWhat device nedi ates between

the conputer and the network
by doing the necessary
processing and translation
to enable users to send or
recei ve commands and data

over the network?

1. Net wor k access card

2. Network interface card
3. Net wor k operations card
4, Net wor kK uni on card
Which of the follow ng

equi pnment is used to attach

cabl e sections to each
ot her ?

Concentrators
Repeaters
Term nators
Transcei vers

o
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2-217.

2-28.

2-29.

2- 30.

2-31.

Whi ch of
equi prent
a transm ssion at
a network?

the follow ng
is used to absorb
the end of

1. Concentrators

2. Repeat ers

3. Term nators

4, Transcei vers

Which of the following is

NOT a category of network
probl ens?

1. Commar e

2. Har dwar e

3. Peopl ewar e

4. Sof t war e

Which of the following is

NOT a specialized diagnostic

t ool ?

1. Br eakout box

2. Dat ascope

3 Time donmain
refl ect onet er

4, Vol t net er

Which of the follow ng areas
cause the majority of al
network-rel ated problens?

Cabling failures
Qperating system
failures

Power out ages
User actions

B DM

To determ ne the problem
which of the follow ng
information should be
gat hered?

1. Nature of the problem

2. Node identification
number

3. User’s nane

4, Al of the above



2-32.

2- 33.

2-34.

2- 35.

2- 36.

How many primary culprits 2- 37.
are there to network
mal functi ons?
1. Fi ve
2. Two
3. Thr ee
4, Four
Conponent failures are
categorized into which of
the followi ng types of
faul ts?
2- 38.
1. Hard and soft
2. Hard and per nmanent
3. Soft and tenporary
4, Per manent and tenporary
PC tests are stored in ROM
are known by which of
following terms?
1. Boot test
2. Pre-startup test 2- 39.
3. Power-on self test
4. Start test
Which of the follow ng
pi eces of test equiprment is
the best tool to use for
network mal functions?
1 Li ne conditi oner
2. Net wor k anal yzer
3. Ti me donain 2-40.

refl ect onet er
4. Vol t net er

Wien a network nml function
is detected, the alarmis
sent to which of the
foll ow ng persons?

Departnent head
Net wor kK super vi sor
Security officer
User
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To reestablish services,

which of the foll ow ng steps
is the first and easiest to
try?

L Run the system
di stribution

2. Run the system
initialization command

3. Shut down and reboot the
system

4. Verify the domain nane

Which of the following terns
is used to descri be what
occurs when two nodes start

transmtting at the sane
time?

1. Col l'i sion

2. Der ai

3. Jam

4, W eck

When a node needs to send
data, it waits until the
line is quiet and then
transmts. This protocol is
known by what tern®

1. CSMN CA
2. CSwA CB
3. CSww CD
4.  CSWW CE

In a CSMV CA system the
nmedi a- access met hod uses
whi ch of the follow ng
signals before sending a
frane onto the network?

NTS and CTS
RTS and CTS
WS and NTS
WS and RTS

o



2-41.

2-42.

2-43.

2-44.

2-45.

Which of the following terns 2-46.

is described as a hardware
signal sent from a potenti al
transmtter to a destination
to indicate that the
transmtter w shes to begin
a transm ssion?

1. BTS

2. NTS

3. RTS 2-47.
4. WIS

Whet her the cable is

pre-made or you make it, it
shoul d al ways be tested

before it is install ed.
1. True
2. Fal se
Conmuni cation |ine problens 2-48.
fall into how many different
categori es?
1 Five
2 Two
3 Thr ee
4 Four
Which of the following terns
is not a form of noise?
2- 49,
1. Bl ockt al k
2. Crosstal k
3. | mpul se
4, Wi te
Whi ch of the follow ng
ratios is used to determ ne
how | ong a cable segnent can
be before the signal loss is 2-50.

unaccept ably high?

1. NER
2. NNR
3.  SER
4. SNR
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Filters applied early in the
transm ssion are known by

which of the follow ng
ternms?

1. Baseband

2. Br oadband

3. Passband

4. Pr eband

Which of the following terns

is used to describe the
decrease in signal strength
measured in decibels per 100
feet?

Crosstal k
| npedance
Att enuati on
Degr adati on

RO

A comonly used neasure of
interference in tw sted-pair
cable is referred to by
which of the follow ng
names?

1. Front-end crosstalk
2. Inter-end crosstalk
3. M d-to-end crosstalk
4, Near-end crosstal k

Which of the follow ng terns
is a neasure of electrica
resi st ance?

1. Crosstalk
2. | npedance
3. At t enuati on
4, Degr adati on

How many types of line
conditioning are avail abl e?

Fi ve
Two
Thr ee
Four

RO



2-51.

Which of the follow ng

equi pnrent is used to extend
the transm ssion range

bet ween devices that are
connected directly to each
ot her?

Li ne conditioner
Li ne dri ver

Net wor k anal yzer
Time domain
refl ect onet er

= oo
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